
1 2 

c  l  i  m  a  t  e     t  e  c  h  n  o  l  o  g  y

3 4 5 6 7 

Motor control panel Tanner MDC 400

3~400V

8 9 10 11 12 

Get.

Gec.

Main voltage/control voltage

J.W.

13 14 

Date

Norm

04.02.2014

15 

Drawing
number

groupe

Art.nr.

16 

Tanner

zie lijst

17 

Type

Version

18 

T-MB0300-EN
MDC

1.1

19 20 

1

WS

WS

-

Motor control panel Tanner MDC 400, 3~400V
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N

N PE

M

400V

Q2
1

2

F2
1

2

3

4

5

6

U1

M
3

~
M

U1 V1 W1

3

4

V1

5

6

W1

Motor
P=1.1kW
P=1.5kW
P=2.2kW
P=3.0kW

I=2.8A
I=3.7A
I=5.0A
I=6.9A
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Room thermostat

(optional)

Place connection

if there is no

room thermostat
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Motor control panel MDC 3~400V

codenr.

30.03.502

30.03.503

30.03.504

30.03.505

230V
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Surface contact

temperature sensor

(optional)

Place connection

if there is no

Surface contact

temperature sensor

used
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Motor type

P= 1.1kW

P= 1.5kW

P= 2.2kW

P= 3.0kW

I= 2.8A

I= 3.7A

I= 5.0A

I= 6.9A
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Thermal protection (F2)

06.32.174

06.32.174

06.32.175

06.32.176

2.7-4.0A

2.7-4.0A

4.0-6.0A

6.0-9.0A

Fuse (F1)

F= 10A

F= 16A

F= 16A

F= 20A
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Dust free

contact
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